
Direction for use
Bingo Ball Blower – Model. DTP922
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Description and use:

1. Open the inspection door, and put the 
90 balls in, then close again. You can 
also use this door to extract the balls at 
the end of the game.

2. Plug the device in and switch it on by 
pressing the red button on «I». The 
blowing device starts and the balls are 
mixed. A ball is expelled in the exit tube. 
Switching on «O» will stop the blower. 
The green switch is for the lamps 
control.

3. The mechanism blocks the ball. Slightly 
press on the button and release the ball.

Replacement of the fuse with 
device : First disconnect the electrical 
outlet, then unscrew the fuse changing 
door. Replace with new fuse.

4. On the top of the machine, you will find 
a very useful master board  to check the 
drawn balls.
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Replacing lamp :

1. Unplug the machine. Pull the marking 
table and unscrew the four screws from 
the board.

2. Take off the board and proceed to 
replace the lamp. Put the board back 
and screw the four screws back on.

5. At the end of each game, simply lift 
the tray and all the balls return to the 
machine, ready for the next game.
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We thank you for choosing this article. 
Read the instructions of use carefully before using this machine for the first time: any 
use which does not comply with the instructions will cancel the warranty provided.

Advice and security measures:
1. Check that the socket (230V-50HZ) you use is connected to the earth and that the 

electric installation is complying with the official electric standards.
2. Disconnect the device when you have finished using it or cleaning it, so it is on off 

position «O» then pull the plug off.
3. Do not place the device, the electric cable or the socket in water or any other 

liquid.
4. Place the device on a stable and strong surface (able to support more than 35kg). 

Do not move it during its use.
5. Any other operation than cleaning or normal maintenance of the device, must be 

carried out by a qualified technician.
6. The length of the cord was designed to reduce health hazards. If the cord is too 

short, use an extension by taking all the useful precautions so that nobody catch 
their feet or pull is accidentally.

Guarantee and liabilities:
This device is guaranteed 2 years (parts and labour)  
Any use not complying with these instructions will cancel the warranty provided. 
Lotoquine can not be held responsible for loss or damage, direct or indirect resulting from incorrect 
use.

Technical information:
Weight: 35 kg
Dimensions: 54 x 50 x 105,5 cm
Volt: 230V - 50hz
Power: 85W
Amp: 0,3A
Fuse: 1A
Lamp: 0,30W


